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BECAUSE NO IDEA CAN EVER BE TOO BIG.

Textile blockout, ideal for UV, Textiles blockout, perfekt fiir den UV,
Latex and direct DyeSub printing. Latex- und Sublimations-Direktdruck.
At a glance - material features Auf einen Blick - Materialeigenschaften
» Environmentally friendly, 100% PVC-free, + Umweltfreundlich, 100% PVC-frei,
REACH compliant, free of heavy metals REACH konform, schwermetallfrei
» Black backside » Schwarze Rickseite
» Textile surface structure, soft drape « Weiche, textile Oberflachenstruktur
» Suitable for processing with silicone keder « Konfektionierung mit Silikonkeder
» Bending resistance « Knickunempfindlich
» Foldable if using bubble wraps  Faltbar unter Verwendung von Luftpolsterfolie
» Flame retardant according to DIN 4102 B1, « Schwerentflammbar nach DIN 4102 B1,
NF P 92-503ff M1, NFPA701 Test 1, EN 13501-1 NF P 92-503ff M1, NFPA701 Test 1, EN 13501-1
Application examples Anwendungsbeispiele
» Exhibition stand construction + Messebau
» Stage construction * Buhnenbau
e Aluminium frame systems * Alu-Spannsysteme
» Wall coverings for agitated backgrounds * Wandbespannungen vor unruhigen

Hintergrinden
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Hot air shrinkage

Application Article Coating Weight Tensile strength +180°C (+355°F)

PVC-free

digitex® decoflex opaque B1/M1 PUR 285 g/m? 300/1200 N/5 cm 6%%/-0.5% 320/500 cm

.
blockout & 250-0975 8.4 0zlyd? 34/137 Ibs/inch : 126/197 inch S
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